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THE STANDARD FEATURES

o Constructed of durable, corrosion-resistant
polyethylene resin

E: B2400RRT
¢ Encapsulated Inserts

¢ Recess Roll Top reduces installation
and servicing cost

¢ Recess Roll Top provides a flush and neat
appearance after installation of cover

¢ Lightweight, stackable construction.
Can be shipped UPS or common carrier

B3300RRT

THE DETAILS

These Recess Roll Top Polyethylene Basins was designed with one thing in mind, that is the ease
of installation with the wide upper flange also helps prevent dirt, gravel, and concrete from entering the
basin during installation.

The Recess Roll Top Polyethylene Basin provides a smooth and flush appearance once the installa-
tion of the cover is completed.

THE SPECIFICATIONS CoVER OPTIONS

Part Number: B2400RRT (18”x30")
Weight: 14 LBS  U.S Gal: 30
Wall Thickness: 3/16”

Part Number: B3100RRT (24”x24™)
Weight: 23 LBS  U.S Gal:
Wall Thickness: 3/16”

Part Number: B3300RRT (24”x30”)
Weight: 27 LBS  U.S Gal:
Wall Thickness: 3/16”

Part Number: B3200RRT (24”x36™)
Weight: 30 LBS  U.S Gal:
Wall Thickness: 3/16”

COVERS FOR B2400RRT - 18" ID BASINS
C18WSL - 14 Gauge - Solid Steel Cvr
C18WSH - 1/4” thk - Solid Steel Cvr
C18SSL - 14 Gauge - Simplex Steel Cvr
C18SP - Simplex Poly Cvr
C18SS - 14 Gauge - Simplex Steel Cvr
C18SF - Simplex Structural Foam Cvr
C18TS - 2-pc 14 Gauge - Simplex Steel Cvr
C18TSF - 2-pc Simplex Structural Foam Cvr

COVERS FOR B3100RRT, B3300RRT, & B3200RRT - 24" ID BASINS
C24WSL - 14 Gauge - Solid Steel Cvr
C24WSH - 1/4” thk - Solid Steel Cvr
C24SSL - 14 Gauge - Simplex Cvr
C24SSH - 1/4” thk - Simplex Cvr
C24-12SSA - 12 gauge - Simplex Steel Cvr. wi(1) Pump Access Plate & (1) Blnk Inspect. Plate
C24SSA - 1/4” thk - Simplex Steel Cvr. w/(1) Pump Access Plate & (1) Blank Inspect. Plate
C24DSA - 1/4” thk - Duplex Steel Cvr. wi(2) Pump Access Plate

P.O. BOX 420 + N State Road 25 4 Rochester, IN 46975
TF: (800) 354-4534 + Fax: (574) 223-6106
E: toppindustries@toppindustries.com


Tom O'Brien
Line


